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FINISH GRADE

ADJACENT

PAVING

CONCRETE FOOTING

SEE SPECIFICATIONS

CONNECT SOLID DRAIN PIPE TO

STORM DRAIN. SEE GRADING

AND DRAINAGE PLAN.

FLAT TOP

5" DIAMETER

COMPACTED SUBGRADE

NOTES:

1.  COLOR: BLACK; SEE SPECIFICATIONS

2.  SUBMIT COLOR SAMPLE TO CITY LANDSCAPE  ARCHITECT FOR APPROVAL PRIOR TO ORDERING.

3.  INSTALL PER MANUFACTURER'S SPECIFICATIONS.

4.  WHERE STORM DRAIN IS NOT AVAILABLE INSTALL DRAIN SUMP WITH CITY APPROVAL.  SUMP TO BE CLASS II

     WASHED DRAIN ROCK WRAPPED IN MIRAFI 140 FABRIC, OR APPROVED EQUAL. SEE PSD SF-4.

KEY HOLE

GAS JACK, TYP.

LOCK BAR. TYP.

BOLLARD CASING -

INSTALL PER LAYOUT PLAN

4" SOLID DRAIN PIPE
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ACCEPTABLE MANUFACTURER, OR APPROVED EQUAL:

URBACO

CHATEAUNEUF SEMI-AUTOMATIC RETRACTABLE BOLLARD

MODEL #9240, 26" HEIGHT ABOVE GROUND LEVEL

PHONE #: (888) 987-2220
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"

COVER

LOCK

PLAN VIEW

WHEN IN CONCRETE, ADD

DEEP JOINT TO CONTROL

CRACKING
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